i ~ TRAFFIC SIGNAL POST, 10
TRAFFIC SIGNALS LEGEND STA 180450, 42" RT
PROPOSED  EXISTING z
CONTROLLER (< | = E A
2 &
SERVICE INSTALLATION - o I ) 4’
SIGNAL HEAD - = / ) S
o/ &
SIGNAL HEAD WITH BACKPLATE - . Y S
PCC SIDEWALK TO BE (3507-E42"
SIGNAL HEAD, PEDESTRIAN 1 4 REMOVED AND REPLACED /A
(SEE ROADWAY PLANS)
SIGNAL POST ° 0O
MAST ARM ASSEMBLY AND POLE, STEEL *— O— !
MAST ARM ASSEMBLY AND POLE, ALUMINUM e e—— O
COMBINATION MAST ARM ASSEMBLY AND POLE, -~ Ox
STEEL WITH LUMINAIRE Y
HANDHOLE N] N i !
5 R ¥
HEAVY DUTY HANDHOLE m H
i L g
DOUBLE HANDHOLE NN N | §
G.S. CONDUIT IN TRENCH (T) OR PUSHED (P) —_— — &
PEDESTRIAN PUSHBUTTON DETECTOR ® Y PCC SIDEWALK T% BE 0
~ - o REMCVED AND REPLAC
DETECTOR LOOP D r ) DRILL EXIST HANDHOLE oy
_ o i g
CAST IRON JUNCTION BOX ® O i 5 i
= boa
COMMON TRENCH cT = N
UNIT DUCT uo N N
EMERGENCY VEHICLE LIGHT DETECTOR - o] 'L_'—JLLtJ
CONFIRMATION BEACON -t o—q Qixj
2
SIGNAL HEAD OPTICALLY PROGRAMMED e o ==
=
VIDEO DETECTION CAMERA ) 0 -
=
TELEPHONE CONNECTION m I =
PCC MEDIAN TO BE )
ILLUMINATED SIGN, FIBER OPTIC - - i REMOVED AND REPLACED
" v ® COMBINATION CURB & GUTTER (SEE ROADWAY PLANS)
NO RIGHT TURN T0 BE REMOVED AND REPLACED SFE ROAY
(SEE ROADWAY PLANS)
ILLUMINATED SIGN, FIBER OPTIC D &
“NO LEFT TURN’
CONDUIT SPLICE e
WOO0D POLE ® Q- (3467-£-2"0
‘ THE FOLLOWING EXISTING TRAFFIC SIGNAL EQUIPMENT SHALL BE
WAY F c , ~ ; o
RACEYQE IO(;?R MTAYGPNEETII1 DETECTOR — e 4 EXIST TRAFFIC SIGNAL POST, 16 PAINTED IN PLACE IN ACCORDANCE WITH SECTION 851 OF THE
ANy STANDARD SPECIFICATIONS, EXCEPT THAT THE STEEL MAST ARM
VEHICLE DETECTOR, - o ASSEMBLIES AND POLES, SIGNAL POSTS, SIGNAL HOUSINGS, AND
NON COMPENSATED MAGNETIC TYPE BRACKETS SHALL BE PAINTED WITH TWO COATS OF ’‘BLACK‘ PAINT.
‘ ™ THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING TRAFFIC
RAILROA NTROL CABINET 3 . N
LROAD CONTROL CABINE B . S CONTROL DURING PAINTING OPERATIONS, AND SHALL BE CONSIDERED
UNINTERRUPTABLE POWER SUPPLY ) POLICE \D\ERAQTMENT INCLUDED IN THE RELATED PAINTING PAY ITEM.
ONE-WAY EXIT . 2 EACH STEEL MAST ARM ASSEMBLY AND POLE, UNDER 40’
. 3 4 EACH TRAFFIC SIGNAL POST
NOTE: ° 12 EACH SIGNAL HEADS (DOORS, VISORS, HOUSINGS & BRACKETS)
T C
THE TRAFFIC_SIGNAL CONTROL EQUIPMENT FOR THIS PROJECT SHALL L 4 BACH  SIGNAL BACKPLATES
BE “ECONOLITE’ TO MATCH THE EXISTING ADJACENT SYSTEM. (182'-E-4")
RESTORATION OF WORK_AREA
RESTORATION OF THE TRAFFIC SIGNAL WORK AREA SHALL BE —(47"-E-21")
INCIDENTAL TO THE RELATED PAY ITEM SUCH AS FOUNDATION,
CONDUIT, HANDHOLE, TRENCH AND BACKFILL, ETC., AND NO EXTRA
COMPENSATION SHALL BE ALLOWED. ALL ROADWAY SURFACES
SUCH AS SHOULDERS, MEDIANS, SIDEWALKS, PAVEMENT, ETC.
SHALL BE REPLACED IN KIND. ALL DAMAGE TO MOWED LAWNS ~EXIST INTERCONNECT TO
SHALL BE REPLACED WITH AN APPROVED SOD AND ALL DAMAGE / TOUHY AVENUE TO REMAIN
TO UNMOWED FIELDS SHALL BE SEEDED IN ACOORDANCE WITH
STANDARD SPECIFICATIONS 252 AND 250 RESPECTIVELY.
NOTE:
THE NEW PEDESTRIAN SIGNAL HEADS WITH COUNTDOWN TIMERS .
AND ANY NEW BRACKETS SHALL BE PAINTED BLACK WHICH SHALL =
BE INCLUDED WITH THE COST OF THE PEDESTRIAN SIGNAL HEADS. 3
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